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The wheelie bin tipper is designed to safely move and empty plastic wheelie bins using a forklift. It allows 
operators to transport bins around the worksite and tip them with ease.

Two models are available: 
- Suitable for 240-litre wheelie bins 
- Suitable for 660-litre wheelie bins (can also be used on a crane)

DESCRIPTION

FEATURES
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PULL CORD WHEELIE BIN TIPPERS MODEL: STWB

The bin is secured in the wheelie bin cradle with safety chains.

Helping New Zealand manufacturers safely 
solve their lifting challenges with the best 

local and global solutions

Enamel paint finish.

The Wheelie bin tipper is operated from the forklift driver’s seat by pull-cord.

STWB-660

STWB-240
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SPECIFICATIONS

PRODUCT 
CODE

NUMBER OF 
BINS

WLL
(KG)

FORK  
POCKET SIZE 

(MM)

FORK  
POCKET CENTRES  

(MM)

LOAD CENTRE
(MM)

HORIZONTAL  
CENTRE OF GRAVITY 

(MM)

VERTICAL CENTRE 
OF GRAVITY

(MM)

UNIT 
WEIGHT

(KG)

STWB-240 1 x 240L 500 165 x 65 840 1000 800 400 80

STWB-660 1 x 660L 1000 165 x 65 510 1700 800 400 185

CERTIFICATION

Manufactured strictly in accordance with the following standards:

STANDARD DESCRIPTION

AS 3990 Structural Steel for mechanical engineering

AS 2359.1 Powered Industrial Trucks

AS 1554 Structural Steel Welding

DIMENSIONS

STWB-240

STWB-660


