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MANUAL LEVER BLOCKS
500KG - 9,000KG
®
e Double pawl Brake system
e Forged and Heat treated load hooks with
batch traceability and stretch indicators
e Forged Safety Latch
e Grade 100 load chain
e Sealed Roller Bearings
e 100% Load Tested to 1.5*WLL
e 360 degree handle rotation with stroke to
ratchet indicators .
e 2000 Cycle Batch Test n
e MBL of 400% of WLL s
LH-0-501-5 LH-0-751-5 LH-1-501-5 LH-3-001-5 LH-6-001-5 LH-9-001-5
Capacity (t) 0.5 0.75 1.5
Length Chain(m) 1.5 1.5 1.5
Running Test Load (ton) 0.75 1.13 2.25 4.5 9.0 11.25
Pulling Efforts (kg) 10.0 14.0 22.0 32.0 34.0 34.0
Load Chain Dia. (mm) 6 6 8 10 10 10
Chainfall 1 1 1 1 2 3
A 148 148 172 195 195 195
B 280 280 410 410 410 410
Dimensions (mm) C 45 45 52 b6 80 94
D 35 35 37 37 45 45
E 325 325 380 480 480 510
Net Weight (kg) 5.9 6.2 10.8 18.5 32.5 38.0
MINI LEVER BLOCKS
250KG - 500KG ®

e Good Quality steel frame, chromed gear and cover
e Swivel hooks with safety latch
e High quality Grade 80 zinc plated chain
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Capacity Length . Load Chain Effort req to Dimensions (mm)
P Chain Dia.  liftmaxload .
(m) (N)
MLH-0-252 0.25 1.5 3.06 215 4x 12 125 75 116 41 157 18 16 25 2.0
MLH-0-501-5  0.50 1.5 6.12 255 5x15 180 90 135 51.5 180 24 21 32 3.5
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