|_ STRATALIGHN

LIFTING NEEDS SOLVED. SAFELY.

More than 28,000 Vadt!].ifter‘f‘f" worldwide




We build VaculLifter®.
Made in Germany.

As the inventor of vacuum lifting technologies we manufacture VacuLifter® for more than 50 years. Innovative and efficient transport solutions which improve production
processes in a variety of industries.

With pride we refer to more than 28,000 VaculLifter® which are utilised worldwide and VACU-LIFT has the leading position at the national and international levels.

With our well-founded knowledge, professional project management and permanent research and development programs we have excellent qualifications to deliver tailor-made
industry solutions.

In this leaflet we would like to inform you about our GREEN LINE VaculLifter®. Energy independent devices for the horizontal transport of smooth, airtight goods and have
capacities of up to 7,000 kg / 15,432 Ibs.
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Useful Information about VaculLifter®

Basic unit

Each specific type series has the basic unit.
The customized devices are equipped with different beams, suction pads and high quality sealing rings. If required oil or heat resistant sealing
rings are also available.

Additional advantages

- low maintenance and easy to service

- gentle transport of goods also for sensitive products

- increased safety with optical-acoustical safety unit accordingly DIN EN 13155 and ASME B30.20
- simply controlled for e.g. by crane control

- for indoor and outdoor use

- specific systems up to 7,000 kg

- made in Germany

Service

- Fast delivery of all parts from stock and a fast
servicing by well trained technicians is understood

Warranty

- - VaculLifter®
Excluded are wear parts, damages caused by
improper or careless use and lack of service or
qualified maintenance

on spare part availability
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Lifting a load

The suspended VaculLifter® is lowered towards the load until the sealing ring (c) is placed on top of the load. During the subsequent downward movement the
piston (a) is also lowered and displaces the air inside the vacuum chamber (d) through the open valve (e). To close the valve (e) the crane hook will be lowered until
the chain (h) is relieved and the switch (f), located in the tension rod (g), is then activated automatically. While hoisting the load now the piston (a) is lifted first and
generates a “vacuum chamber” (d) which is sealed by a rolling cuff (i) and a sealing ring (c). The vacu-um level depends on the weight of the load (low weight = low
vacuum, high weight = high vacuum) and the vacuum gauge (j) shows the height of the created vacuum. If the vacuum is stable the load can can now be lifted and
is kept safe beneath the VaculLifter® .

Depositing a load

After the load is supported, the crane hook has to be lowe-red until the chain (h) is completely relieved. The automatic switch has now opened the valve (g), air
enters the vacu-um chamber (d), the VaculLifter® releases the load and is ready for another work-cycle.

Warning / Safety unit

Beyond DIN EN 13155, ASME B30.20 and the applicable regulations of work safety, all VaculLifter® are equipped with a warning/safety unit. It indicates any drop in
vacuum while handling a load by optical and audible signals.
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lifting capacity | max.dimension of the | min. load dimension min. thickness dead weight suction pads length x width x

load (steel sheets as (for steel) number / size switching height
reference)

U01-E 75/165 1000 x 1000 @210 2 5/11 1/ @210 5/11 210 x 210 x 440
. 39 x 39“ 8" 0.08“ 8" 8x8x17“
NEW: also available as a non-corroding stainless steel version
U02-E 270/ 595 2000 x 1000 @ 350 2 22/49 1/ @350 10/ 22 350 x 350 x 615
79 x 39* 13" 0.08“ 14¢ 14 x 14 x 24*
Qi uo02-1 400/ 881 austauschbare Saugschale / exchangeable suction pad / cmeHHasi npucacbklgarouwjas Yawa
-
uo02-2 300/ 661 3000 x 1500 710 x 350 2 51/112 2/ @350 5/11 1850 x 350 x 815
118 x 59* 28 x 13 0.08" 14 73 x 14 x 32°
U02-2 400 400/ 881 3000 x 1500 710 x 350 2 51/ 112 2/ @350 5/11 1850 x 350 x 815
118 x 59¢ 28 x 13 0.08" 14 73 x 14 x 32“
(3 = U02-4K 300/661 3000 x 1500 510 x 250 2 57 /126 4/ @250 5/11 2250 x 250 x 880
118 x 59¢ 20 x 10* 0.08“ 10¢ 89 x 10 x 35“
u02-4Q 300/ 661 2500 x 1250 750 x 500 2 67 /148 4/ @250 5/11 1800 x 800 x 930
98 x 49 30x20° 0.08“ 10¢ 71x32x 37"
NEW: also available with rotatable cross beam (suction cup arrangement as U02-4K)
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type lifting capacity max.dimension of the min. load dimension min. thickness dead weight suction pads min. load length x width x

load (steel sheets as (for steel) number / size switching height
reference)

VaculLifter®

o u02-6Q 270/ 595 3000 x 1500 210 x 460 1 70/ 154 6/ @210 5/11 2210 x 1000 x 930
118 x 59¢ 8 x16“ 0.04* 8¢ 87 x 39 x 37"

U02-8Q 300/661 4000 x 2000 700 x 460 1 92/203 8/@210 5/11 3200 x 1400 x 930
158 x 79“ 28 x 16* 0.04* 8" 126 x 55 x 37"

U075-E 640/ 1410 2000 x 1000 @ 480 2 83/183 1/ @480 35/77 480 x 480 x 850
79 x 39" 19¢ 0.08* 19¢ 19 x 19 x 33“

uU075-2 750/ 1653 3000 x 1500 840 x 415 2 127 /302 2/ @415 20/44 1915 x 415 x 1070
118 x 59¢ 33 x 16" 0.08“ 16 75 x 16 x 42

u075-3 750/ 1653 3000 x 1500 2 350 2 134 /282 3/ @350 20/ 44 2350 x 350 x 1180
118 x 59¢ 14¢ 0.08* 14* 93 x 14 x 47"

| S 4o U075-6Q 650/ 1432 3000 x 1500 700 x 330 1 153 /337 6/ @250 20/44 2250 x 1000 x 1210

118 x 59¢ 28 x 13¢ 0.04* 10¢ 89 x 39 x 48°

uU075-8Q 650/ 1432 4000 x 2000 770 x 510 1 176 / 388 8/ @250 20/44 3200 x 1400 x 1210
158 x 79“ 30 x 20¢ 0.04" 10¢ 126 x 55 x 48"
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VaculLifter®

type

reference)

lifting capacity max.dimension of the min. load dimension
load (steel sheets as

min. thickness
(for steel)

dead weight

suction pads
number / size

min. load

length x width x
switching height

U125-E 1100 / 2425 2000 x 2000 @625 2 135/ 298 1/@625 35/77 625 x 625 x 950
79 x 79" 25 0.08" 25 25 x 25 x 37"
U125-2 1250/ 2756 3000 x 1500 1250 x 625 2 274 /629 2/ @625 25/55 2125 x 625 x 1220
118 x 59* 49 x 25" 0.08* 25 84 x 25 x 48"
U125-4 1 900 / 1984 4000 x 1500 700 x 350 2 280/ 617 4/ @350 25/55 2850 x 550 x 1300
- 158 x 59" 28 x 14" 0.08" 14 112 x 22 x 51
J_-% U125-4 2 1000/ 2204 4000 x 2000 840 x 415 2 300/ 661 4/ @415 25/55 2915 x 550 x 1300
158 x 79" 33 x 16" 0.08* 16" 115 x 22 x 51
U125-4 L 1250 / 2756 6000 x 2000 840 x 415 2 342 /745 4/ @415 55/ 77 4415 x 550 x 1320
236 x 79 33 x 16" 0.08* 16° 174 x 22 x 52
U125-6Q 1250 / 2756 3000 x 1500 535 x 950 1 260 /573 6/@ 350 25/55 1900 x 1000 x 1300
118 x 59° 21 x 37 00.4* 14 75 x 39 x 51
Sl U125-8Q 1200 / 2645 4000 x 2000 1070 x 710 1 340/ 750 8/@ 300 25/55 3200 x 1400 x 1300
158 x 79" 42 x 28" 0.04 12¢ 126 x 55 x 51
U250-4Q 2300/ 5070 3000 x 2000 1500 x 480 2 460/ 1014 4/ @480 70/ 154 1000 x 1000 x 1540
: 118 x 79" 59 x 19* 0.08* 169" 39 x 39 x 61°
U250-2 2100/ 4629 3500 x 2000 1260 x 625 2 432/ 952 2/ @625 70/ 154 2350 x 820 x 1530
== 138 x 79 50 x 25* 0.08* 25 93 x 32 x 60"
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type lifting capacity max.dimension of the min. load dimension min. thickness dead weight suction pads min. load length x width x

load (steel sheets as (for steel) number / size switching height
reference)

VaculLifter®

= — U250-4L 2200/ 4850 6000 x 2000 1260 x 625 2 684 /1508 4@ 625 70/154 4925 x 820 x 1730
= 236 x 79° 50 x 25¢ 0.08% 25* 194 x 32 x 68°
U250-10Q 2200 /4850 6000 x 2500 1070 x 710 2 650/ 1433 10/ @350 70/ 154 4750 x 1650 x 1575
236 x 98* 42 x 28° 0.08“ 14* 187 x 65 x 62
U400-4Q 4000/ 8818 3000 x 2000 1730 x 625 2 818 /1803 4D 625 120/ 265 1400 x 1400 x 1690
118 x 79¢ 68 x 25° 0.08“ 25* 55 x 55 x 67
U400-5 4000/ 8818 6000 x 2000 625 x 625 2 888 /1958 5/@ 625 90/198 4800 x 785 x 1800
236 x 79 25 x 25¢ 0.08" 25° 189 x 31 x 71*
U400-6 4000/ 8818 10000 x 2000 1300 x 625 2 1060/ 2337 6/@ 625 90/ 198 8300 x 785 x 1800
394 x 79¢ 51 x 25* 0.08" 25° 326 x 31 x 71*
U400-10Q 4000/ 8818 6200 x 2500 480 x 1360 2 1046/ 2306 10/ @ 480 100/220 4800 x 1650 x 1990
244 x 98* 19 x 54° 0.08* 19¢ 189 x 65 x 78"

Subject to technical alteration
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Optional original accessoires

[ N

Resting trestles (pos. 1) Resting trestles (pos. 2) Resting trestles (pos. 3) Water separator Weld-on hooks

Stop valves Folding beam Quick change for suction set Transport rack Fork lift beam

ERGOFLEX

675 - 1030 mm, ~135°

Adjustable handle (length/ angle)

Subject to technical alteration
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More VaculLifter®. Made in Germany

In addition to the GREEN LINE we offer more VacuLifter®
for different tasks:

- Electric VaculLifter® (RED LINE)
Systems for horizontal and vertical transport of diverse materials and shapes

- Battery-powered VaculLifter® (GOLD LINE) Systems independent of power supply for all applications

- Pneumatic VaculLifter® (BLUE LINE)
Systems for horizontal and/ or vertical transport of diverse materials or shapes. For connection to your compressed air supply

- Vaculifter® - Stations
Light, highly flexible and useful as a problem solver in different areas. In case of space limitations or

e.g. limited crane capacity

- Specific VaculLifter®
For weights from 10 g (0.04 oz) up to 150.000 kg (330,000 Ibs) or your industry specific demands

vACU . LIFT

Vacuum Transport Systems

VaculLifter® VaculLifter® VaculLifter®

.

GREEN LINE RED LINE GOLD LINE
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VaculLifter®

BLUE LINE



